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FOR COATINGS. RESINS AND RELATED MATERIALS

- : SR j (Aomovodb u.s. n - i - .
OATE OF PREP. 8/ 15 / 78 , ¥ Qepartment of Labor "Essentinily Simiiar to Form OSHA-20}

_Section |

Administrative and Research Center

1700 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 60018
EMERGENCY TELEPHONE 312-391-9000

PRODUCT CLASS Cleaner . S 15 MANUFACTURERS CODE IDENTIFICATION

Prepainting Wash Cleaner 906 T 200

TRADE NAME

Section Il — HAZARDOUS INGREDIENTS

T qun

INGREDIENT . . PeRcenT |1 LEL PRESSURE
PPV mo/ M2
Isopropanol 15 400 980 2.0 32
5 50 240 1.1 0.6

Butyl Cellosolve

NA = Noy Appligable

Sectlon Il — PHYSICAL DATA

acn.me aanGe 180-3407 F L : S VAPonoaNsnrv o l !HEAWER l | LIGHTER. THAN AIR
82-171°C. e e ,
EVAP ' FASTER -SLOWER THAN ETHER ! Pencsm’vouvus o WEIGHT PER

ORAYK,)N AaTE D ST - BYVOLUME”‘“»«& 1992 GALLON o 8 0 lbs
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Section IV FlRE AND EXPLOS!ON HAZA}B’ATA

' DO"CATEGORY Flalnmable 1 - ;\ A§H PC 6Z§ (Closed cup) LeL See I
_éxrwcms'ams..gm' Use: Natlonal Flre Pro’tectxoﬁAssocxatwn Class B e.xtlngulshers
B (Carbon. ledee, dry-chemical:or.foam) . ,

”“UsU‘LFtnsAnoevaosxouHAzARos Keep contalners tlghtly closed : Isolate from heat,
electrical eguipment, spa*‘ks and open flame. Closed containers may exnlode
when exposed to extreme heat. Do not apply to hot surfaces.

A}
";"l‘g'mengmma,mcmuﬂes Water sporay may be ineffective. Water may.be used to cocl
Sud containers to prevent pressure bulld -up and possible auto ignition cor

;:z;"‘%lon when exposed to extreme heat. " If water 'is used fog, nozzles are
e ”rlbl . . ) o
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Section V — HEALTH HAZARD DATA
tHResHoLo uMITvaLue  See II (Not Established for Product) .
eFFecTs oF overexrosure Lnhalation: Anesthetic. Irritation of the respiratory tract

or acut? nervous system depression characterized by headache, dizziness,
staggerlng gait, confusion, unconsciousness or .coma. Others as noted in Sec. I¥

Skin or Eye Contact: Primary Irritation.

EMERGENCY AND FIRST AID PROCEDURES Inhalation: Remove from exposure. Restore breathing.
Keep warm and quiet. Notify a physician. Skin Contact: Wash affected

areas with water. Remove contaminated clothing. Consult a, physician.

Eye Contact: Flush with water for 15 minutes. Consult a physician.

Section VI — REACTIVITY DATA

|

|

| stasiury  [_] UNSTABLE STABLE CONDITIONS TO AVOID
INCOMPATABILITY (Matenals to avo:d)

HAZARDOUS DECOMPOSITION PRODUCTS

Products of combustion are hazardous.

MAZARDOUS POLYMERIZATION [ ] MAYOCCUR  [X_] WILL NOT OCCUR
CONDITIONS TO AVOID

Section VIl — SPILL OR LEAKPROCEDURES

STEPSTO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Remove all sources of ignition. Avoid
breathing vapors. Ventilate area. Remove with inert absorbent and non-
sparking tools. : A
WASTEDISPOSAL METHOD - Dj spose in accordance with local, state and federal regulations.

Incinerate in approved facility., Do not incinerate closed containers.,
Section VIl — SPECIAL PROTECTION INFORMATION

In outdoor or open areas use NIOSH approved mechanical filter

RESPIRATORY PROTECTION

respirator. ; ,
In restricted ventilation areas use NIOSH approved chemical-rniechanical filters.

In confined areas use NIOSH approved air line'type respirators or hoods.

venTiLaTion  Where employees may be- exposed, provide general dilution or local
exhaust ventilation in volume and pattern to keep TLV of hazardous ingredients
in Section II below recommended (ACGIH) or regulated (OSHA) limit. Where
employees will not be exposed, keep LEL in Section II below 25% of limit.
PROTECTIVE GLOVES Recommended; Required.

everroTecTioNn  Use safety eyeware designed to protect against splash of liquids.
OTHER PROTECTIVE EQuiPMENT - Prevent prolonged skin contact with contaminated clothing.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING DO not. store above 120°F. Store large quantitie
in buildings designed and protected for storage:of flammable liquids.

otHemeaecautions Do not take internally. Containers should be grounded when pour-
ing. Avoid free fall of liquid in excess of a few inches. Do not sand, .flame
cut, braze or weld without NIOSH approved respirator or appropriate ventilation.
Observe container precautionary label warnings. = °~ : - -
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